fully 21 CFR Part 11 compliant for the GxP laboratory or any laboratory requiring safe recordkeeping. LHC Secure offers flexible multiuser permission levels and electronic protocol and system audit trail signing. It also offers the same features as standard LHC software, including assay-specific programming and StepWise protocol creation for simple to complex liquid handling routines. Automatic protocol validation, dual mode control, and custom maintenance reminders are also available with both LHC Secure and LHC versions.
More 
QiAGEn

ScreenGel Software
For DNA fragment and RNA analysis with QIAxcel multicapillary gel electrophoresis systems, this new software enables interpretation and customized documentation of electrophoresis analysis. It facilitates system setup and data analysis with an intuitive user interface. Performance of runs is supported by wizards that guide users step by step through experiment setup.
The software supports electronic record requirements specified under 21 CFR part 11 and enables standardized sample processing with process templates that cover the entire workflow as well as secure user management with a variety of access levels. ScreenGel is backwards compatible with the previous BioCalculator software.
More: www.qiagen.com/products/ qiaxceladvanced.aspx
SynBioSiS
ProtoCOL 2 System Colony Counting and Zone Sizing System
Additions to the ProtoCOL 2 include a module designed for total viable counts (TVC) of colonies and zone measurement, an improved set of edit functions, and a new database feature for the transfer of batch setup and experimental results. The new ProtoCOL 2 enables the use of modules that perform applications, including rapid TVC of colonies, spiral plate counting, Ames test counts, inhibition zone measurement, and OPKA assay counts. Software updates are available for existing users.
More: www.synbiosis.com
T&D coRpoRATion
RTR-500AW Data Collector for Wireless Data Loggers
The RTR-500AW acts as a wireless base unit for any of T&D's RTR-500 Series Data Loggers as remote units. It monitors and downloads readings from the remote units over a 900-MHz wireless link and then presents the data over a network through an 802.11g Wi-Fi connection. The data are delivered to users through direct transfer to an ftp server, via e-mail or online though T&D's free WebStorage Service. This allows the data to be collected without a PC and makes it possible to share and manage data over a network. In addition, the RTR-500AW also can send warning reports via e-mail or issue a warning via contact output when a remote unit has entered or recovered from a warning condition.
More: www.tandd.com
RTR-500DC Handheld Wireless Data Collector
According to T&D, its new RTR-500DC is considered ideal for applications where items to be monitored are in motion or where physical access to the data logger itself is inconvenient or impractical. Outsourcing and Contract Services E-mail news releases for consideration to NHallock@SLAS.org. MSWord documents and 300+ dpi image files are preferred. Deadlines are at least two months prior to publication.
JBS editors reserve the right to select the products they deem most appropriate for the section and may revise copy as necessary. Product descriptions are based on information provided by the manufacturer. Inclusion in this section in no way implies endorsement by the Journal of Biomolecular Screening or the Society for Laboratory Automation and Screening.
